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DISCLAIMER OF
WARRANTIES

The plans furnished herewith were prepared upon 
request by draftsmen who are not registered 
architects or professional engineers and are for 
INFORMATIONAL PURPOSES ONLY! Hilltop Lumber, 
Inc. of Glenwood makes NO WARRANTIES 
WHATSOEVER EITHER EXPRESSED OR IMPLIED as to 
merchantibility or fitness for a particular purpose and 
places any user(s) on notice that reliance upon said 
plans shall be at the sole risk 
of the user(s). The selection of correct structural 
materials and the application of architectural 
principals is a precise art, the responsibility for which 
rests with the builder, the owner, or the user of 
these plans. 
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FINAL

FOUNDATION

A2

2 

MFR. DESIGN TRUSSES @ 24" 
O.C. W. HURRICANE TIE-DOWN 
STRAPS @ EACH TRUSS 

R-49.0 BLOWN 
INSULATION 

12 

6 

235# ASPHALT SHINGLES 
15# ASPHALT FELT 
1/2" O.S.B. ROOF SHTG. 
PROVIDE 1/300 VENT- 1/2 IN SOFFITS 
AIR BAFFLES @ 48" O.C. 

ICE & WATER SHIELD- EXTEND 
MINIMUM 24" PAST PLATE LINE 

5/8" SHEETROCK 24" O.H. 

ALUMINUM SOFFIT & FASCIA 
SYSTEM W/ 2 X 6 SUB-FASCIA 

W/ VAPOR BARRIER 

1/2" SHEETROCK 
W/ VAPOR BARRIER 

SIDING W/ TRIM 

7
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- 

9
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/2
" 

8
' 
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1
 1

/8
" 

TYVEK HOUSE WRAP- TAPE SEAMS 
7/16" O.S.B. WALL SHTG. 
2 X 6 STUDS- 16" O.C. 
5-5/8" BATT INSULATION (R-21.0) 

2 LAYERS OF 1-1/2" THERMAX 3/4" ADVANTECH 
RIM INSULATION 

2 X 10 .40 TRTD. SILL PLATE W/ 
1/2" X 16" ANCHOR BOLTS @ 
6'-0" O.C. MAX. 

9-1/2" I-JOIST @ 16" O.C. GRADE 
VERIFY LOADING W/ 

GENERAL CONTRACTOR 

* PROVIDE CODE APPROVED
 SELF-ADHERING WATER-

PROOFING MATERIAL
 @ EXTERIOR CONC.
 FOUNDATION WALLS. 8

' 
- 

0
"

6" POURED CONC. FOUNDATION 
W/ STYROFOAM FORMS 

4" CONC. SLAB 

6 MIL POLY VAPOR BARRIER DRAIN TILE TO SUMP 
FILL AS REQ'D. 

20" X 10" CONC. FTG. W/
2- #4 REBAR CONT.

- Wall Section 
A2 1/2" = 1'-0" 

50' - 0" 

9' - 4" 40' - 8" 

NOTE:
   EGRESS WINDOWS SHALL HAVE
   A FINISHED OPENING HEIGHT 
   NOT MORE THAN 44" ABOVE
   THE FINISHED FLOOR. 

CW14 
2' - 4 7/8" X 4' - 0 1/2" 

**ADD 3" TO HT. 
& WIDTH FOR M.O. 

EGRESS WINDOW 
WELL 

* PROVIDE CODE APPROVED
    SELF-ADHERING WATER-
    PROOFING MATERIAL
    @ EXTERIOR CONC.
    FOUNDATION WALLS. 

HOUSE FOUNDATION:
  6" POURED CONC. FOUND. (8'-0")
  W/ STYROFOAM FORMS
  20" X 10" CONC. FTG. W/
  2- #4 REBAR CONT. 

W.H. 
BRINE 
TANK P.T. 

S.P. 

* VERIFY LOCATION
   OF UTILITIES W/
   OWNER. 
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32' - 2" 10' - 10" 7' - 0" 

SHADED AREA INDICATES 
2 X 4 BEARING WALL 2 X 6 HANDFRAMING ABOVE 

4" DIA. STEEL JACK POST 
W/ 2'-6" X 2'-6" X 1'-0" 
CONC. FTG. 

S.D. C.M. 
BEAM PKT. 

3-1/2" X 9-1/2" L.V.L. BEAM 

2 X 4 BEARING WALL 

BUILT-UP 
11' - 4" 10' - 6" 10' - 0" 2 X 4 POST 18' - 2" 
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FUTURE BASEMENT 

HOUSE FOUNDATION:
  6" POURED CONC. FOUND. (8'-0")
  W/ STYROFOAM FORMS
  20" X 10" CONC. FTG. W/
  2- #4 REBAR CONT. 

BSMT SLIDER 
2' - 8" X 1' - 4" 

WINDOW 
NOTE:WELL 

* DOTTED LINES INDICATE * DOTTED LINES INDICATE   REFER TO TRUSS PLAN
   CANTILEVERED AREA ABOVE.    CANTILEVERED AREA ABOVE. **ADD 3" TO HT.   FOR PROPER PLACEMENT

& WIDTH FOR M.O.   OF TRUSSES & GIRDERS. 

24' - 8" 5' - 0" 20' - 4" 

NOTE:
  VERIFY ALL WINDOW &

  6" POURED CONC. FOUND. (4'-0")
STOOP FOUNDATION:

  DOOR SIZES & LOCATIONS

  W/ STYROFOAM FORMS   W/ OWNER. 

  20" X 10" CONC. FTG. W/
  2- #4 REBAR CONT. 

2 - 2 X 10 HDR. UNLESS 13' - 2" 36' - 10" 
OTHERWISE NOTED. OPENINGS 
5' - 0" OR MORE REQUIRE 2 
TRIMMERS PER SIDE. 

50' - 0" 

1 BASEMENT PLAN 
A2 1/4" = 1'-0" 

FIBERGLASS BATT 
1/2" SHEETROCK 1/2" SHEETROCK INSULATION (R-21) 12" SHEETROCK 2 X 6 WALL FRAMING 1/2" ROOF SHEATHING 

ICE & WATER SHIELD - EXTEND 1/2" SHEETROCK 7/16" WALL SHEATHING MFR. DESIGNED ROOF TRUSS 
MINIMUM 24" PAST PLATE LINE 1/2" SKIRTBOARD W/ VAPOR BARRIER 

TYVEK HOUSE WRAP - TAPE SEAMS 

3/4" ADVANTECH FLOORING 3/4" ADVANTECH FLOORING 
15# ASPHALT FELT PAPER 5/4" PARTICLE BOARD STEPPING 

3/4" ADVANTECH FLOORING 
2 LAYERS 1-1/2" THERMAX 235# ASPHALT SHINGLES 

AIR BAFFLE RIM INSULATION 

METAL DRIP EDGE I-JOIST R-38 MIN. INSULATION 

I-JOIST IN CANTILEVER R-49.0 BLOWN INSULATION 
I-JOIST 

METAL FASCIA COVER 
J-CHANNEL 

5/8" SHEETROCK W / VAPOR BARRIER STRINGER 
2 X 6 SUB FASCIA 

2 X 4 NAILER 
5/8" SHEETROCK 5/8" SHEETROCK SOLID PANEL METAL SOFFIT VENTED METAL SOFFIT METAL F-TRIM 

1/2" SHEETROCK 

TREADS & RISERS TO 
CODE : 10" MIN. TRD. 
& 7 3/4" MAX. RISE 1/2" SHEETROCK 

SILL SEALER 
2 X 10 TRTD. SILL PLATE 

7/16" WALL SHEATHING 

TYVEK HOUSE WRAP - TAPE SEAMS 

FIBERGLASS BATT INSULATION (R-21) 

1/2" SHEETROCK W/ VAPOR BARRIER 

6" ICF WALL 

2X 6 WALL FRAMING 

A2 

3 

1" = 1'-0" 

- Details 
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MAIN LEVEL

A3
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ROOF PLAN

6:12 PITCH
(TYPICAL)

1' - 0" 

(TYP.) 

24' - 0" 

(TRUSS BASED ON 20' SPAN) 

A3 3/16" = 1'-0" 

PASSIVE  SUB-SLAB  DEPRESSURIZATION  RADON
CONTROL  SYSTEM  FOR  NEW  CONSTRUCTION

NOTES: 
1. ALL  CONCRETE  SLABS T HAT  COME  IN  CONTACT  WITH  THE  GROUND  SHALL  BE 

LAID  OVER A   GAS  PERMEABLE  MATERIAL  MADE  UP  OF  EITHER A M  INIMUM  4" 
THICK U NIFORM  LAYER  OF  CLEAN  AGGREGATE,  OR  A M INIMUM  4"  THICK U NIFORM 
LAYER  OF  SAND,  OVERLAIN  BY  A  LAYER  OF  STRIPS OF   MANUFACTURED  MATTING 
DESIGNED  TO  ALLOW  THE  LATERAL  FLOW  OF  SOIL  GASES.

2. ALL  CONCRETE  FLOOR  SLABS S HALL  BE  DESIGNED  AND  CONSTRUCTED  IN  
ACCORDANCE  WITH  LOCAL  BUILDING  CODES.  ADDITIONAL  REFS:  AMERICAN 
CONCRETE  INSTITUTE  PUBLICATIONS,  "AC1202.1R"  &  "AC1332R",  OR T HE 
POST  TENSIONING  INSTITUTE  MANUAL,  "DESIGN  AND  CONSTRUCTION  OF 
POST-TENSIONED  SLABS ON   GROUND".

3. ALL  OPENINGS,  GAPS A ND  JOINT  IN  FLOOR  AND  WALL  ASSEMBLIES I N 
CONTACT  SOIL  OR  GAPS  AROUND  PIPES,  TOILETS,  BATHTUBS OR D  RAINS 
PENETRATING  THESE  ASSEMBLIES  SHALL  BE  FILLED  OR C LOSED  WITH 
MATERIALS  THAT  PROVIDED  A  PERMANENT  AIR-TIGHT  SEAL.  SEAL  LARGER 
OPENINGS W ITH  NON-SHRINK M ORTAR,  GROUTS OR   EXPANDING  FORM 

MATERIALS A ND  SMALLER G APS W ITH  AN  ELASTOMERIC  JOINT  SEALANT,  AS 
DEFINED  IN  ASTM  C920-87.

4. VENT  PIPES S HALL  BE  INSTALLED  SO  THAT  AND  RAINWATER  OR 
CONDENSATION  DRAINS  DOWNWARD  INTO  THE  GROUND  BENEATH 
THE  SLAB  OR  SOIL-GAS-RETARDER M EMBRANE.

5. CIRCUITS  SHOULD  BE  A M INIMUM  15  AMP,  115  VOLT.

EXHAUST (10' FROM OPENINGS INTO 
CONDITIONED SPACES OF BUILDING) 

12" MIN. ABOVE ROOF 

3
'-
0
" 
M

IN
.

1' CLEAR RADIUS AROUND VENT PIPE 

ATTIC 

ELECTRICAL JUNCTION BOX FOR 
. FUTURE INSTALLATION OF
VENT FAN: NOTE 3.

INTERIOR PARTITION

LIVING 3"-4" DIA. VENT PIPE 
(PVC OR EQUIVALENT) 

AREA SEAL AROUND FLOOR PENETRATIONS 

CAP BLOCK OR OTHER SEAL 
ON HOLLOW BLOCK WALLS SUPPORT STRAP 

WATERPROOF SEALANT APPLIED SEAL MEMBRANE AROUND 
TO EXTERIOR WALLS PIPE PENETRATION BASEMENT 

SLAB; NOTE 2. 
SEAL OPENINGS IN SLAB AND
AROUND PENETRATIONS: NOT E 3.

SEAL 

MIN. 4" THICK LAYER OF GAS 
PERMEABLE MATERIAL: NOTE 1.

SOIL-GAS-RETARDER MEMBRANE SEALED AGAINST WALL AND 
PVC T-FITTING (OR EQUIVALENT) AROUND PENETRATION (MIN. 6-MIL POLYETHYLENE SHEETING 
TO SUPPORT VENT WITH A 10' OR EQUIVALENT) 
PERFORATED PIPE IN EACH DIRECTION

- Radon Section
A3 1/2" = 1'-0"

2 

50' - 0" 

10' - 8" 2' - 4" 10' - 4" 19' - 9" 6' - 11" 

* VERIFY SIZE & LOCATION 
OF DECK W/ OWNER. 

5' - 6" 12' - 8" 9' - 7" 10' - 8" 7' - 0" 4' - 7" 
NOTE: 

ALL WINDOWS W/ A SILL HT. 
72" ABOVE GRADE & LESS THAN 
36" ABOVE FINISHED FLOOR 
REQUIRE A W.O.C.D. 
(VERIFY ON SITE) 

* VERIFY STEPS 

CW24 CW24 PS61611 TO GRADE CR235 C135 
4' - 9" X 4' - 0 1/2" 4' - 9" X 4' - 0 1/2" 6' - 0 3/4" X 6' - 10 7/8" 2' - 10 1/4" X 3' - 5 3/8" 2' - 0 5/8" X 3' - 5 3/8" 

D
R
Y
 

W
A
S
H
 

1
5

' 
-

1
0

" 
1

2
' 
-

2
"

1
8

' 
-

1
0

" 
3

' 
-

6
"

5
' 
-

8
"

1
'
-

6
" 

2
8

'
-

0
"

2
9

' 
-

6
" 

5' - 0" D.W. DOUBLE 

D
N
. 

1
4

 R
. 

1
5

' 
-

6
" 

3
'
-

5
" 

3
'
-

6
" 

7
' 
-

1
" 

BEDROOM

S
H

. 
&
 R

D
. 

SINK 

3
' 
-

8
" 

2
' 
-

4
" 

8
' 
-

0
" 

R
A
N
G

E
 

W
/ 
H

O
O

D

BEDROOM

1
4

' 
-

0
" 

3
' 
-

8
" 

1
0

' 
-

4
" DINING KITCHEN 

2
9

' 
-

6
" 

1
'
-

6
" 

2
8

'
-

0
"

1
1

' 
-

8
" 

2
' 
-

4
" 

2
' 
-

4
" 

1
1

' 
-

8
" 

#2 #3 LAUN. 
7' - 4" 3' - 4" 2' - 4" 10' - 4" 8' - 10" 10' - 11" 4' - 2" 2' - 9" 
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REFRIG. 
S.D. 2' - 8" 

S.D. 

SHELVES 

1' - 6" 

FRAME WALLS 
TO CEILING 2' - 8" 

S.D. 

C.M. 
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2' - 6" 

S
H

E
LV

E
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WOOD RAILING @ 36" (MIN.) 

5' - 0" 2' - 8" 

2' - 8" 
* VERIFY STEPS SH. & RD. 

W/ SPINDLES @ 5" O.C. TO GRADE PEAK OF VAULT PEAK OF VAULT 
2' - 6" 

SH. & RD. 2' - 8" 6' - 2" 3' - 2" 7' - 0" 1' - 10" 9' - 10" 7' - 0" 
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4' - 0" 4' - 0" 
8'-1 1/8" PLATE HEIGHT 

LIVING
ROOM
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BATH11' - 4" 3' - 8" 
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FAN S.D. 
2' - 4" 

F
.F

.
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E
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. 
&
 R

D
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2' - 8" 

MASTER
BEDROOM

2 X 6 WALL FOR SEWER & RADON PIPES 

FOYER 
VAN. & MIRROR 

48" X 36" 
2' - 6" M. SHOWER 

FAN 

BATH 
3' - 0" 12" END OF VAULT 

MFR. DESIGN GIRDER TRUSS MFR. DESIGN GIRDER TRUSS 
C135(TEMP.) VERIFY R.O. 

3-1/2" X 9-1/2" L.V.L. HDR. 

3
' 
-

6
" 

4' - 6" 

2' - 0 5/8" X 3' - 5 3/8" 

13' - 2" 5' - 0" CW24 C15 / P4050 / C15 
NOTE: 4' - 9" X 4' - 0 1/2" 8' - 1" X 5' - 0 3/8" 

REFER TO TRUSS PLAN 
FOR PROPER PLACEMENT 

STEP 
OF TRUSSES & GIRDERS. 

STEP 

4' - 0" 4' - 0" 7' - 0" 8' - 8" 7' - 0" 6' - 0" 6' - 0" NOTE: 
VERIFY ALL WINDOW & 
DOOR SIZES & LOCATIONS 
W/ OWNER. 

3' - 6" 9' - 4" 9' - 10" 2 - 2 X 10 HDR. UNLESS 
OTHERWISE NOTED. OPENINGS 

3' - 6" 8' - 0" 22' - 8" 12' - 0" 3' - 10" 5' - 0" OR MORE REQUIRE 2 
TRIMMERS PER SIDE. 50' - 0" 

1 MAIN LEVEL 
A3 1/4" = 1'-0" 
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